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Figure S1. The cyclic stability and coulombic efficiency plot the T-Nb2O5-based SSD.
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[bookmark: _Hlk181879115]Figure S2. The fitted Randles circuit of the Nyquist plot (as shown in Figure 3(d)) of the fabricated T-Nb2O5-based SSD.
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Figure S3. Nyquist plot of the T-Nb2O5-based SSD (a) before and; (b) after the cyclic stability test.
1
2
image3.png
3200
* w ®)
2800 | 3000
35
2400 1
0 2500
Foaooy ¢ E 25 -
< Sa0] Eauo
2 1600 N, 5‘ )
N e E- I N 1500
£ 1200 ! 10! E
- ° nal o
0] | 1000
° 00
w00l 0005 10 15 20 25 30 35 40 500
i Re Z (ohm)
0 0
0 500 1000 1500 2000 2500 3000

Re Z (ohm)

|
/
/

.
./ 5
£
L 3
s
E
. E
[
°
P L
! —
ps Re Z (ohm)
0 500 1000 1500 2000 2500 3000
Re Z (ohm)

3500





image1.png
Coulombic efficency (%)

110

100 -

900000

F120

100

9000000,
09000000
90 4 2000000000
9099550000
80 9909950000
999%,50000
70 1
60 -
50 -
40 4
30 - T T T T T T
0 500 1000 1500 2000 2500 3000

Cycle number

Capacitance retention (%)




image2.png
R1

W3




image4.png
ACADEMIC PUBLISHING PTE LTD




